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IDENTITY: WASTE AND SEPTIC / BACTO-ZYME

SECTION I

MANUFACTURER'S NAME: AMERICAN ENZYME, INC. / INTERNATIONAL ENZYME, INC.
ADDRESS: 641 8. ETON TELE: (248) 646-7530 FAX: (248) 646-4946
CITY, STATE, ZIP: BIRMINGHAM, Ml 48009 DATE PREPARED: JULY 14,1995

SECTION I1: HAZARDOUS INGREDIENTS / IDENTITY INFORMATION
HAZARDOUS COMPONENTS (SPECIFIC CHEMICAL IDENTITY NAMES):  NONE PRESENT

SECTION HI : PHYSICAL / CHEMICAL CHARACTERISTICS

BOILING POINT: 212 F. SPECIFIC GRAVITY:  1.01
VAPOR PRESSURE: 75F.-21.84 MELTING POINT: ocC.
VAPOR DENSITY: N/A EVAPORATING RATE: SEE WATER

SOLUBILITY IN WATER: INFINITELY APPEARANCE/ODOR: AMBER BROWN/PLEASANT

SECTION IV: FIRE AND EXPLOSION HAZARD DATA

FLASH POINT: NON-FLAMMABLE EXTINGUISHING MEDIA: ~ N/A
SPECIAL FIRE FIGHTING PROCEDURES:  N/A UNUSUAL HAZARDS: NONE
FLAMMABLE LIMIT: N/A LEL: N/A UEL: N/A

SECTION V: REACTIVITY DATA
UNSTABLE: N/&

CONDITIONS TO AVOID (DECREASE EFFECTIV
INCOMPATIBILITY (MATERIALS TO AVOID): NONI  pH: BELOW 3.5 ABOVE 9.8
HAZARDOUS DECOMPOSITION OR BYPRODUCTS: NONE

HAZARDOUS POLYMERIZATION MAY OCCUR: RO IT WILL NOT

ABLE: YES
TEMP. ABOVE 130 DEGREES FAHRENHEIT

SECTION VI: HEALTH HAZARD DATA

ROUTES OF ENTRY: INHALATION - SKIN - INGESTION

HEALTH IIAZARDS: MILD DIARRIIEA (INGESTED)

CARCINOGENICITY: NTP N/A  IAEC MONOGRAPHS: N/A  OSHA REGULATED: NO
EMERGENCY AND FIRST AID PROCEDURES: RINSE AREAS EXPOSED WITH WATER
LISTED WITH POISON CONTROL CENTERS: YES

SECTION VII: PRECAUTIONS FOR SAFE HANDLING AND USE

STEPS TO BE TAKEN IN CASE MATERIAL IS SPILLED: RINSE SPILL WITH WATER IF DESIRED
WATER DISPOSAL METHOD:  FLUSH WITH WATER INTO ANY SEWAGE SYSTEM

PRECAUTIONS IN HANDLING AND STORING: MAY INDUCE. RUSTING OF MILD STEEL CONTAINERS
OTHER PRECAUTIONS: NONE

SECTION VIII: CONTROL MEASURES

RESPIRATORY PROTECTION: NONE REQUIRED

VENTILATION LOCAL EXHAUST: N/A MECHANICAL: N/A SPECIAL: NA OTHER: N/A
PROTECTIVE GLOVES: OPTIONAL EYE PROTECTION: GOGGLES IF DESIRED

OTHER PROTECTIVE CLOTHING OR EQUIPMENT:  OPTIONAL

WORK ; HYGIENIC PRACTICES: USUAL PRACTICES WHEN HANDLING MILD DETERGENTS
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WASTE AND SEPTIC

NON-TOXIC - NON-FLAMMABLE - NON-CORROSIVE
CONTAINS NO BACTERIA

GREASE TRAPS

Add one gallon of Enzyme to any trap with up
to 150 gallon capacity, if over 150, add one
ounce per additional gallon. Pour into the trap
or drains. Following with one gallon of
lukewarm water. If added to open trap, spray
exposed surfaces with a solution of one part
Enzyme to 20 parts water to deodorize.

Each week add one quart of Enzyme per 150
gallons or less capacity. Add one ounce for
every five gallons over 150 gallons to keep a free
and odorless system.

SEPTIC SYSTEMS

Add 16 ounces of Enzvme for each 100 gallons
of septic capacity. Enzyme may be flushed or
poured in drains leading to the tank. Add one
ounce of Enzyme for each 100 gallons weekly.

Deodorize and restore absorption with two
gallons of Enzyme with enough water to cover
each 400 square fect of field area, followed with
a thorough wetting of water. Repeat after four
davs if needed.

RAIN
Enzyme may be added directly from container or
Into drains by automatic dispenser. Add
Enzyme at lowest use period. Always treat
lowest levels of drain system first.

LIET STATIONS AND WET WELLS
To prevent formation of a grease cap, add one
ounce of Enzyme for each gallon capacity. Each
week add one-half (1/2) ounce of Enzyme per
gallon capacity.

Note: Waste and Septic should never be used in
any solutions containing caustics or acids or in
solutions with temps. above 125 degrees F.

DI L REASE

American Enzyme Waste and Septic is a blend
of preformed multiple enzymes that digest
grease and other organic matter that clogs pipes.
Regular use of Waste and Septic will keep
grease traps, drains, garbage disposals, wet
wells, septic systems free flowing and odorless.

Available in one (1), five (5) and fifty-five (55)
gallon containers. Freezing will not impair the
Enzyme but may cause container to rupture.

Waste and Septic is compatible with all
municipal waste treatment systems. Its
microorganism contributes to the reduction or
suspended solids and biological oxygen demand.

COMPLETELY SAFE

Waste and Septic is non-toxic, hypoallergenic,
non-corrosive, non-flammable and can be used
in poorly ventilated areas. It will not harm
humans, animals, marine life, the environment
or any material not affected by water.

SAVES TIME AND MONEY

Waste and Septic causes a rapid breakdown of
substrate into soluble compounds that flow
freely. eliminating messy and expensive pump
ouls.

ACCEPTED BY THE U.S.D.A
American Enzyme Waste and Septic is accepted
for use in sewage and/or drain lines of
establishments operating under Federal
Inspection Programs.

Caution: Although Waste and Septic is
non-toxic, keep all cleaning supplies out of
reach of children.





