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MATERIAL SAFETY DATA SHEET

SECTION 1

MANUFACTURE R'S NAME EMERGENCY TELEPHONE NO.

HILLYARD CHEMICAL COMPANY A.C. 818-233-1321

ADDRAESS (Number, Street, City Stare and Code]

302 North 4th Street, St. Joseph, MO 64502

CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS

N/A Pro-Line Tuf Seal
CHEMICAL FAMILY . FOAMULA R
Lurethapne wood seal/finish N/A
SECTION Il - HAZARDOQUS INGREDIENTS
PAINTS, PRESERVATIVES, & SOLVENTS % TLY ALLOYS AND METALLIC COATINGS % nv
{initx) {Linital |

PIGMENTS BASE METAL

CATALYST ALLOYS

VEMICLE METALLIC COATINGS

FILLER METAL

SQLVENTS PLUS COATING OR CORE £ UX

ADDITIVES OTHERS

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES %! oW
Mineral spirits * j200 pp
* We -are proprietary chemists and unable to divulge our formulations.
AN
SECTION HI - PHYSICAL DATA
BQILING POINT (°~F-'),a 320‘34Q SPECIFIC GRAVITY (Ha0w1) 0‘86
. PERCENT VODLATILE

VAPOR PRESSURE {mm Hg.} no data 55 VOLUME (%) 70%
VAPOR DENSITY {(AIR=1) ) 1 (EVA;gg::TION RA_T‘E < 1
SOLUBILITY IN WATER negligib -

APPEARANCE AND CDCR ligquid with Gardner color max. 8; petroleum distillate odor

SECTION IV - FIRE AND EXPLOSION HAZARD DATA .

FLASH POINT (Method used)

101°F. min. (T.C.C,) | -AWMAscetmim

LEL UEL

EXTINGUISHING MEOIA  Use NFPA Class B_extinguishers (CO

s (CU2, dry chemcz;r or foam] de-
signed to extinguish NFPA Class 1B flammable liquid“fires. DOT combustible.

SPECIAL FIRE FIGHTING PROCEDURAES

solvent fire, Avoid spreading ligquid and fire by water.

UNUSUAL FIRE AND EXPLOSION HAZARDS
Ispolate from extreme heat, sparks and open flame.
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SECTION V - HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE ———
200 ppm (est.)
EFFECTS OF OVERE XPOSYRE —

Vapors_are intoxicating and narcotic and may be irritating to mucous membranes
of the lungs. Liquid is harmful or fatal if swallowed.

EMERGENCY AND FIRST A1D PROCEBURES s P .
f overcome by vapors, remove to fresh air. Call physician. Keep warm and quiet.

Splash (eyes]:: Flush imnediately with COpious quantities of water Tor 4t leasT
1g minut(:eg. 82311 physician. plgsh (skin?: remgve with soap and water. Remove

contaminated clothing.

SECTION VI - REACTIVITY DATA

STABILITY UNSTABLE CONDITIONS TO AVOID
STABLE X
INCOMPATABILITY (Msrerisis to avoid) May produce hazardous, fumes when heated to decomposition
bon monoxide.

HAZARDOUS DECOMPOSITION PRODUCTS
| Hear - carhon mopoxide .

HAZARDOUS MAY OCCUR CONDITIONS TO AVOID
POLYMERIZATION -

WILL NOT OCGUR X

SECTION Vil - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MQTE_RIAL_ IS_RELEASED OR SPILLED . .
Remove all sources of ignition (flame, hot surfaces, sparks). Avoid breathing

vapors. Ventilate area. Remove with inert absorbent and non-sparking tools.

WASTE DISPOSAL METHOD R R
Dispose of in accordance with local, state and federal regulations. Do not

incinerate closed containers.

SECTION VHI - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Soacify type! In restricted ventilation areas, use Bureau of Mines

approved chemical mechanical filters
LOCAL EXMAUST SPECIAL

VENTILATION recommended
LATIo MECHANICAL (General] OTHER

PAOTECTIVE c.n.;vas EYEPROTECTION Safe ewear designed to
required for prolonged contact protect zgainst spiyasﬁygz ]rlqne’asg'n

OTHER PROTECTIVE EQUIPME s : .
revent prolonged s In contact with contaminated clothing.

SECTION 1X - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING _ Kee€p container closed. I,)g go!t) store above
e

local regulations - approved incineration.

20°F, or pear sparks or flame. Store large quantities as descri OSHA

ass ammable Iiquids. Dispose of in accordance with state, fede i)

OTHER PRECAUTIONS R . -

Use with adequate ventilation.

The infarmation contained herein is based on data considered accurate. However, no warranty is expresse?
or implied regarding the accuracy of the data or results to be obtained from the use thereof. i

NAME James G. Ross
Director of Legisiative and Regulatory Affairs,
November 11, 1982
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