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Product Nase

Chesical Fasily
0.0.T. Hazard Class

HAZARDOUS INGREDIENTS
Lead

Tin

Silver

Bisauth
fntisony

Indiua

PHYSICAL DATA

(Published or Estimated Valued)
Boiling Point
Vapor Pressure
Vapor Density
Solubility in Mater
Pppearance & Odor
Specific Eravity
1 Volatile by veight
Evaporation Rate
[

FIRE AND EXPLOSION HAZARD DATA
Flash Paint
Extinguishing Media
Fire Fighting Produces

Unusual Fire & Explosion

Distributed by:

Valley Industrial Products, Inc,

2 Johnson Court

Bay City, MI 48708 Product Numbers:

Telephone: (517)892-9569 V-I.P.#98468

SAFETY DATA 2 e
V.I.P.498470

ELKTRALINK BATTERY SLUGS V.I.P.#98471

V.I.P.#98472
V.I.P.#98473
V.I.P.#98474

Elektralink Battery Slugs: Solder Alloys of lead, Tin, Silver, Bisauth, fntinony and
Indiua

Inorganic Metals

Not reguiated

CAS Musber 7433-92-1
oS re 0.05 ag/cus
ACSIH TLV 0.15 M/
CAS Nusber 7440-31-5
05 PeL 2.0 eg/cua
AGBIH TLV 2,0 sg/cus
CAS Musher 7440-224
0SH PEL 0.01 eg/ cus
ACSIH TLV 0.01 ag/cus
CAS Nusber 7440-69-9
CAS Nuaber T440-36-0
0SHA PEL 0,05 sg/cua
ACBIH 0.05 ag/cun R,
CAS Nusber 7440-14-6
ACBIH TLY 0.1 ng/cus
L]

N

1)

Insoluble

Silver-gray setal, odorless, various shapes and sizes
See last section

M

M

M

M

N

Use NIOSH approved sel f-contained breathing apparatus and full protective clothing if
involved in a fire,

Hoderate in the fors of dust vhen exposed to heat of flase. When heated to high
tesperatures, lead esits highly toxic fuses,

HEALTH HAZARD DATA-Sysptoes Effects of Overexposure

Lead

Exposure to high levels of airborne or ingested lead say produce sysptoes of anesia,
insoan1a, veakness, constipation, nausea and abdosinal pain. Prolonged overexposure say
result in kidney and nervous systes involvesent.
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Chronic Toxicity

Tin

Silver
Bisauth
fntisony
Indius

Listed Carcinogens

Wosen of child bearing age should avoid exposure to lead and its inorganic cospounds due
to post-natal effects. Lead can cause potential injury to a developing fetus and possible
effects on reproduction. See section for California State “Proposition 63° varning. *This
product contains LEAD known to the State of California to cause birth defects or other
reproductive hars.®

Dust or fuse say cause irritation of the skin sucous sesbranes, and say result in benign
pneusoconiosis (stannosis).

May cause discoloration of eyes and skin (argyria).

May cause foul breath, a blue-black line on the guss, and stomatitis.

May cause gastrointestinal upset, sleeplessness, irritability and suscular pain.

Kay cause weight loss, pulsonary edesa, blood dasage and degenerative changes in liver and
kidneys.

None of the setal elesents of this product are listed as carcinogenic by NTP, IARC, or
0SHA.

HEALTH HAZARD DATA-Esergency & First Aid

Inhalation-Lead:

Ingestion

Skin Contact

Eye Contact
REACTIVITY DATA

Incoapatibility

Decosgosition Products

SPILL R LEAK PROCEDLRES

Excessive overexposure say result in an acute or chronic illness. If sysptoas are present,
the individual should be resoved froa exposure and a physician consulted.

Call a physician or Poison Control Center at once.

For hot setal burns, exposed area should be cooled with vater and sedical attention
sought. After handling solid solder vire, bar, ect., vash thoroughly vith soap and vater.
st vapor and/or fuse are not readily absorbed through the skin.

Flush with vater, contact a physician. Dust or fuse say cause irritation.

Oxidizing materials, acids, hydrogen peroxide.
Lead oxide fuse and/or lead particulate say be evolved.

Steps to be taken in case saterials is released or spilled.
Avoid inhalation of solder fuse or dust. Vacuusing is recoasended. Do not use dry sweeping or cospressed air cleaning

systess.
Waste Disposal

PECIAL PROTECTION
Respiratory
Eyevear
Clathing/Gloves

Ventilation

SPECIAL PRECAUTIONS

Scrap or vaste solder shouid be recycled or stored in sealed dry containers for later
disposal. Must be in accordance vith Federal, State and Local Laws and Regulations.

A NOISH approved dust/fuse respirator should be vorn vhere applicable lisits say be
exceeded.

Safety glasses and/or face protection is recossended for exposures to dust or splash of
hot setal.

Protective gloves should be vorn to reduce burn exposure. Work clothes should be vorn and
laundered in accordance vith current OSHA lead standards.

Provide sufficient sechanical (general and/or local exhaust) ventilation to saintain
exposure belov TLY's,

Precautions to be taken in handling and storing.

Qther Precautions
Containers

Food and drink should not be consused or tobacco products used, nor cossetics applied in
areas vhere solder say be used. Alvays vash hands after handling solder and befere eating,
drinking or saoking.

Since eapty containers say retain product residues (vapor, liguid. or solid) all labeled
hazard precautions sust be observed. For industrial use only. Keep out of reach of
children. Do not take internally.
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ADDITICNAL [NFORMATION
Composition of solder alloys vary videly, therefore no weight percent or specific gravity is given. Sose typical alloys
compositions are:

Tin 601, Lead 401 - Tin 622, Lead 36%, Silver ZZ - Tin 957, Mntisony 51

Holten solder alloys consisting of lead, tin silver, bisauth, antisony and indius, do not produce significant quantities of fuse
belov 300 degrees f.

Medical Conditions Diseases of the blood-foraing organs, kidneys, nervous and possibly reproductive sysieas.

The inforsation contained herein is based on data considered accurate and is of fered at no charge, Mo varranty is expressed or
isplied regarding the accuracy or this data liability is expressiy disclaised for loss or 1njury arising out of use of this
inforsaion of the use of any sateriais designated.




